ACUSTICA

2 EY/MINSS

POLIG. INDUSTRIAL VIRGEN DE LA SALUD, 34-C

TEL. (96)379.45. 16 - TELEX: 64823 ACBE E
CHIRIVELLA-VALENCIA (ESPANA)

15 GB

ALTAVOZ PROFESIONAL
DE BAJA FRECUENCIA

LOW FREQUENCY
PROFESSIONAL LOUDSPEAKER

DESCRIPCION

Altavoz de 15" de tipo profesional para bajas
frecuencias, de potencia admisible importante,
elevade rendimiente, baja distorsién armdnica
¥ sxcelente respuesta a transitorlos

Disefiado para instalacionss musicales de gran
caidad que precisan un nivel de salida impor-
tante en graves,

DESCRIPTION

15" professional loudspeaker, with a high effi-
clency, low harmonic distorsion and lugh
power capacity.

Designed for high ¢uality scund reinforce-
ments systems.
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Valumer del entretuerro (Vo) 2 0% m
—- Factor de fuarza del motor (BL) 15585 1I'm
- Maziino desplazamients pico {Xmax) S 4 mm
- Pa30 undn 2. Kgs.

* La potuacla nominal continua es la potencia ac ragimen sencldal napresads ea Wa.
lios RMS, que pueds ser aplicada sl tramsductor, dentro de su gama diil de
funcionamients, duraste un pecindo do al menas, 100 haras.

4 La thilidad daf assd modida aplicando | W. de p 13, eon ol microlo-
oo de medida elivade 4 1} mi, el bansductor montado en bafle de 165 x L35 cm.
o la gamade 100 Hz a 2 kMz.

SPECIFICATIONS

— Nemiral impedancs (7) 816 ch.

- Nomunal power rating * {P) W
Sensiuvty A+ {08 4R

4 2-80C0 Hu

43 ilz

FPrequency range (RO

— Fr=e air resonanae (f=)

~ Yulce coil resatance (RE) 453 ah
- Mechanical efficiency factor (Qms) 14

- Blectrical efficiency lactor (Qes) 01306
— Total efhciency factor (1s) 05588

- Maving mass (Mms)

- Mecharucal compliance (Cmas) 280 mN¢
Mechanica: 1esistance (Ris) £3 Kas.:

- Fffnctive diaphragm area (Sd) 0088 m*

- Equivalent air volume {Vas) 0,162 m!

- Flux densuy (B} 3T
Total I'ux (J3) LI Wh

- Vmoe codl diameter (d) 4.2 mm

- Air gap valume (Vea) 21007 me

- Parce factor (30 1636 '
Peak dispiacemnent of diaphragm (Xmax) 4 i

- Magnet welght 2.0 Ky

A Nowlnal pinwes raling is the comtinuous sine wave nignal power the braniducat can
salely handle for at lagt 100 houzs ia its complats vuable fruquancy range.

A% Synaitivity was meanured at | meter oo nxis, with | W Lupui in the rengs 100 Rz, ¥
KHz Loudspaaker mountad lu haffe 165 a1 135 cm.




RESPUESTA EN FRECUENCIA - FREQUENCY RESPONSE

"l" L ]l e o A I | | Y F IV I ] | S B0 S ) [| L L. | o, == i f
' | o — R = T
- EESEsiiin
+ B - —_4 .II
e e i g i
3 =4
} |
===
o0 D A B G:lLi
CARACTERISTICAS CONSTRUCTIVAS MATERIALS AND DIMENSIONS
- Carcasa Aumimo - Basket Alurninium
- Cone Pape! - Cone Paper
- Suspensidn Tela impregnada Surround Impregnated clath
- Iman Cerdmnuco - Maynet assembly Ceramic

yaterial del bohinado

amsrro exlerns

Pleluna de cobre
383 mim

Votoe coll material
Overall diameter

Edgeweaund copper ribbon

383 mim.

srofundidad total 1575 mm. Cverall depth 1575 mm
- Pesoonelo 79Kgs - Nel weight 7.9Kys.

DATOS PARA EL MONTAJE MOUNTING DETAILS
OIAMETRO DEL AGUIERD
- Moentgje externo ]

380
Mpatz)e mternc 450 o

BAFFLE QFENING DIAMETER
- Frow mounting 450 e,
- PFear mounting 380 o

383




