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SINGLE 21LEX & 21QLEX 1600
DIRECT RADIATION VENTED
SUBWOOFER
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Frequency response (+3 dB) 34 Hz - 226 Hz
Usable bandwidth (-10 dB) 36 Hz - 450 Hz
Maximum SPL (%) 137.5 dB
Sensitivity TW@1m 99.5 dB
Transducer: 21LEX1600Nd & 21QLEX1600Fe
AES power handling: 1600 W
Nominal impedance: 80
Connectors: 2xNL4
Box Dimensions:(**) 694 x 700 x 838 (Birch Plywood 18mm)
?2)1;93/& I/,e; \;e; ;2 ,11 m :Zgir ;Ir:se Zilcljncgﬂ/%%g?; sl.{sing pink noise with 2 crest factor (6 dB).



https://www.beyma.com/productos/c/low-mid-frequency/121QLEX16FE8/altavoz-21qlex1600fe-8-oh/
https://www.beyma.com/productos/c/b-m-frec/121LEX16ND8/altavoz-21lex1600-nd-8-oh/

S-21LEX f (Hz) Shape Order
HPF 21 BW 48 ¥,
LPF 88 BW 24 % 4
EQ f (Hz) Q Gain

1 45 4.4 +2.5
2 60 5 -2
3 96 5 1
4 115 5 -2
LIMITER (*) Threshold Attack Release
11 dBu 45 ms 400 ms

*for 32 dB Gain amplifier
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ITEM NO.

PARTS DIMENSIONS

QTY.

1

838x694 x 18

658 x 664 x 18

838 x 664 x 18

658 x 664 x 18

347 x 269 x 18

658 x 221 x 18

N[O | AN W[N

664 x 85x 18

< (x| Ax [ [NN




r99

658

A
Y

V mm [ W.@Q —

838
838




O 546
5mm Depth

, @ 8.40

664

284

45

278

658




69¢

347

A
|

69¢

45° /0%\

282

27

658

A
|

Lcl
Lec

(&)
1
||

664




beyma J ) s-series ¢

DIRECT RADIATION VENTED SUBWOOFERS
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